
PRO-JEX ZERO is a line of professional quality latex 
paints formulated for dependable performance. With 
ultra-low VOCs*, PRO-JEX ZERO is the pro’s go-to 
for interior residential, commercial, and maintenance 
applications. PRO-JEX ZERO can be used on drywall, 
plaster, masonry, metal, wood, and hardboard.

� Even Finish

� Good Touch Up

� Ultra-Low VOC ( *<2 g/L per ASTM 6886 )

� Flat, Low Sheen, Eggshell, Satin, and Semigloss
Sheens available

Pro-Jex Zero
INTERIOR LATEX PAINT

FLAT LOW SHEEN EGGSHELL SATIN SEMIGLOSS

VOLUME SOLIDS 31 ± 2% 33 ± 2%  32 ± 2% 31 ± 2% 30 ± 2%

WEIGHT PER GALLON 11.8 ± .25 LBS. 10.2 ± .25 LBS. 10.1 ± .25 LBS. 10.0 ± .25 LBS. 9.7 ± .25 LBS.

GLOSS 0-5%@60°
0-5%@85°

0-6%@60°
8-20%@85°

4-10%@60°
8-20%@85°

10-20%@60°
30-40%@85°

35-55%@60°
60-70%@85°

VOC (ASTM 6886) <2 G/L <2 G/L <2 G/L <2 G/L <2 G/L

COVERAGE 250-400 FT2/G 250-400 FT2/G 250-400 FT2/G 250-400 FT2/G 250-400 FT2/G

DRY TIME 2 - 4 HOURS 2 - 4 HOURS 2 - 4 HOURS 2 - 4 HOURS 2 - 4 HOURS

TEMPERATURE 50ºF - 100ºF 50ºF - 100ºF 50ºF - 100ºF 50ºF - 100ºF 50ºF - 100ºF

ABOUT MILLER PAINT
Manufactured in Portland, Oregon since 1890, Miller Paint is an employee-owned company with over 50 stores 
throughout Oregon, Washington and Idaho. Miller Paint products are specifically formulated for the Pacific Northwest 
climate and are known for outstanding quality and durability. Praised for exceptional customer service and color 
expertise, Miller Paint is the region’s go-to paint for homeowners and professionals alike.

For a location near you, go to www.millerpaint.com

Specification figures should be taken as accurate for products being produced at the time of publication in untinted white bases only. Formulation improvements may be 
made from time to time that may affect these figures to some degree. Manufacturing tolerances of +/-2% are considered acceptable. Whenever a change is made that 
the Manufacturer considers substantial, the specification will be revised.Miller and Miller Paints are registered trademarks of Miller Paint Co., Inc. Portland, OR.REV 9/16

For more application and safety information  
see Technical and Safety Data Sheets


